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MODEL: HEH00531
Lookout 15’ Ladder Treestand

Always Wear a Safety Harness with this Product 
Practice Using at Ground Level
Weight Limit: 300 lbs.
Tree Size: 9”-18” diameter

THANK YOU!  for purchasing the Lookout 15’ Ladder Treestand by Primal Vantage Company Inc. 

Every year serious injury and even death occurs from hunting related falls. To ensure your safety, please COMPLETELY  read and follow this safety 
manual and ALL warning labels BEFORE assembling, installing or utilizing this product.

DO NOT USE THIS PRODUCT BEFORE FULLY UNDERSTANDING ALL SAFETY WARNINGS AND INSTRUCTIONS. IF YOU HAVE QUESTIONS, ARE 
UNSURE ABOUT ANY INFORMATION OR NEED ADDITIONAL INFORMATION CONCERNING YOUR PRODUCT, CONTACT OUR CUSTOMER SERVICE 
DEPARTMENT AT 1-866-972-6168 OR VISIT WWW.TREESTANDCUSTOMERSERVICE.COM .  KEEP AND MAINTAIN THIS SAFETY AND INSTRUCTION 
MANUAL IN A SAFE LOCATION FOR FUTURE REFERENCE. 

Warning

SAFETY MUST BE YOUR FIRST PRIORITY WITH THIS PRODUCT

C

D

F

E

G

A

N

N

N

N

B

B

J

H
MK





C 2009

MODEL: HEH00531
Lookout 15’ Ladder Treestand

Always Wear a Safety Harness with this Product 
Practice Using at Ground Level
Weight Limit: 300 lbs.
Tree Size: 9”-18” diameter

Customer Service Department 1-866-972-6168                www.treestandcustomerservice.com

4   Sleeve

1   Foot Platform Part #  DFP-650

Part #  DS-100

1   Top Ladder Section   

1   Middle/Bottom Ladder Section

Part #  DL-6500

Part #  DL-6510

1   Seat Platform Part #  DSP-650

2   Handle Rail Part #  DHR-650

2   Platform Support Part #  DPS-650

1   Seat Cushion Part #  DSC-531

1   Stabilizer Bar Part #  DSB-500

1   Ratchet Strap Assembly Part #  DRA-100

1   Adjustment Knob Part #  AK-100

2   Installation Ropes Part #  IR-1000

1   Stabilizer Rope Part #  TR-1000

4    M12x40mm  Bolt

1    M12x45mm w/wingnut

1    Harness

Part #  1615

Part #  1240

Part #  1245W

6    M12x60mm  Bolt Part #  1260

4    M10 Quickclips

Part #  9001
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Parts List

Hardware

40

45w

A

Top Ladder Section (1)

E

Handle Rail (2)

F Platform Support (2)
D

Foot Platform (1)

C

Seat Platform (1)

G

Seat Cushion (1)

H Stabilizer Bar (1)

J

Installation Rope (2)

K
Tiedown Rope (1)

N

Sleeve (4)

L

Ratchet Strap Assembly (1)
M10 Quickclip (4)

B

Middle/Bottom 
Ladder Section (2)

M

1260 1240

1245WHardware is layed out 
as found in blister pack

Hardware Blister Pack
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Customer Service Department 1-866-972-6168 www.treestandcustomerservice.com

Assembly Instructions Page 1
MODEL: HEH00531

Lookout 15’ Ladder Treestand

NOTE:  ALL 
WASHERS ARE 
AGAINST THE BOLT 
HEAD AND THE NUT 
UNLESS STATED 
OTHERWISE 

1. Attach Foot Platform  D  to the Top Ladder 
Section  A  using 1 - M12x60mm bolt on 
each side.
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2. Attach Handle Rail  E  to the bottom of Seat 
Platform  C  using 2-12x60mm bolts on each side. 

3. Slide the Top Ladder Section  A  into the 
Handle Rails  E  .
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4. Attach one end of the Platform Support  F  to Foot Platform  D  
using 1 - 12x40mm bolt for each side. Attach the other end of 
Platform Support  F  to the inside of Handle Rail  E  using          
1 - 12x40mm bolt on each side.
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Assembly Instructions Page 2
MODEL: HEH00531

Lookout 15’ Ladder Treestand

5. Attach Seat Cushion  G  to Seat Platform  C  by 
inserting the self sticking fabric straps through the 
mesh and pressing together.

6. Attach each Installation Rope  J  to the 
outermost corners of the seat platform.

G

C

3. Slide the Sleeves over the joint 
where ladder sections are connected.

4. Insert 1 - Quickclip through the hole 
on the sleeve, and through the ladder 
sections on each side of the ladder. 5. Close the quickclip to secure 

the ladder sections together.

6. Follow these above steps to 
attach the bottom section to the 
middle section.
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2. Insert Middle Ladder Section  B  
into the Top Ladder Section  A  .

1. Slide Sleeves  N  over the crimps 
of Middle Ladder Section  B  .

Ladder Assembly

J
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Installation Instructions Page 1 MODEL: HEH00531
Lookout 15’ Ladder Treestand

4.

4. One person will stand at the base of ladder with 
his/her foot on bottom rung while holding installation 
straps. This will prevent tree stand from sliding. Two 
people will stand at opposite ends of tree stand, 
facing Platform and slowly walk tree stand upward 
using rungs of ladder.

Installation Straps and Stabilizer Bar MUST be secured prior to climbing the tree stand.WARNING

1.

1. Make sure Installation Ropes   J  are 
secured on each side of the platform. 3. Position bottom of stand 4-5 feet from base of 

tree.

3.

NOTE: Drawings are for illustration purposes 
only and may not depict actual product.

5. As tree stand is being raised, the person 
holding Installation Straps will pull toward 
themself to take up slack. It will steady and 
ease the weight of stand on the other two  
people. Continue walking stand upward, until 
Tree Contact is resting against the tree.

5.

45W
H

M

6.

6. Slide the inner part of the Stabilizer Bar into 
the outer part. Attach Stabilizer Bar  H  to the 
second rung of the Middle Ladder Section 
with 1 - 12x45mm bolt and 1 wingnut. 

Insert the Adjustment Knob  M  in the 
Stabilizer bar at the proper adjustment point 
to the tree.

2. Attach Ratchet  L  to the outermost corners of the 
Handle Rail just behind the Installation Straps.  
(Follow Ratchet Strap Instructions Steps 1-3).

Installation Ropes

2.

L



5
After strap is tight, 
close handle to the 
locked position
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Installation Instructions Page 2 MODEL: HEH00531
Lookout 15’ Ladder Treestand

DO NOT sit on seat platform until the ratchet has been secured.WARNING

10. Cautiously climb to the top of the 
treestand. Wrap the strap of the 
ratchet around the back of the tree 
and thread it through the ratchet. 
(See Detailed Ratchet Instructions 
Below).

L10.

Detailed Ratchet Strap Instructions

1
Open ratchet handle 
flat and insert end of 
strap through opening.

2
Pull Strap through 
opening

3
Insert tag end of strap 
back through slot in 
ratchet wheel.

4
Ratchet handle back 
and forth to tighten strap

6
To release tension, push spring 
loaded retaining lock and 
simultaneously pull on strap.

7. Tie one end of Tiedown Rope  K  to the inner 
part of Stabilizer Bar near the flanged end. Wrap 
the rope around the back of the tree once. Then 
tie the other end of the rope to the stabilizer bar.

WARNING
Installation Straps and Stabilizer Bar MUST 
be secured prior to climbing the tree stand.

9.

8. Cross Installation Straps behind tree. Attach to 
the bottom ladder section by following  Installation 
Strap Instructions Steps 4-8.

6. Move base of ladder toward or away from tree 
slightly in order to make Platform as parallel to 
the ground as possible.

Apply your full weight to the first step so it 
settles into the ground.

9. After the ladder stand has been secured to 
the tree with the installation straps, and the 
stabilizer bar has been securely attached to 
the tree, continue to have two people hold the 
ladder, climb cautiously up to the platform. 
Once you reach the top, IMMEDIATELY 
ATTACH YOUR SAFETY HARNESS TO THE 
TREE. Keep the tether strap above your head.

6. 8.7.

K
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Ratchet Strap Instructions

You MUST follow these instructions prior to installation

Insert ratchet through loop
Pull to tighten

Place looped end of 
Ratchet under platform

Insert strap through loopPlace looped end of 
strap under platform Pull to tighten

C 2009

5
After strap is tight, 
close handle to the 
locked position

Detailed Ratchet Strap Instructions

1
Open ratchet handle 
flat and insert end of 
strap through opening.

2
Pull Strap through 
opening

3
Insert tag end of strap 
back through slot in 
ratchet wheel.

4
Ratchet handle back 
and forth to tighten strap

6
To release tension, push spring 
loaded retaining lock and 
simultaneously pull on strap.


